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violation will remain confidential, ex-
cept to the extent necessary for the 
performance of official duties or as 
agreed to by the person. 

GENERAL WORKPLACE CONDITIONS 

§ 150.607 What are the general safe 
working requirements? 

(a) All equipment, including machin-
ery, cranes, derricks, portable power 
tools, and, most importantly, safety 
gear must be used in a safe manner and 
in accordance with the manufacturer’s 
recommended practice, unless other-
wise stated in this subchapter. 

(b) All machinery and equipment 
must be maintained in proper working 
order or removed. 

PERSONAL PROTECTIVE EQUIPMENT 

§ 150.608 Who is responsible for ensur-
ing that the personnel use or wear 
protective equipment and are 
trained in its use? 

(a) Each deepwater port operator 
must ensure that all personnel wear 
personal protective equipment when 
within designated work areas. 

(b) Each deepwater port operator 
must ensure that: 

(1) All personnel engaged in the oper-
ation are trained in the proper use, 
limitations, and maintenance of the 
personal protective equipment speci-
fied by this subpart; 

(2) The equipment is maintained and 
used or worn as required by this sub-
part; and 

(3) The equipment is made available 
and on hand for all personnel engaged 
in the operation. 

EYES AND FACE 

§ 150.609 When is eye and face protec-
tion required? 

The operator must provide eye and 
face protectors for the use of persons 
engaged in or observing activities 
where damage to the eye is possible, 
such as welding, grinding, machining, 
chipping, handling hazardous mate-
rials, or burning or cutting acetylene. 
These eye and face protectors must be: 

(a) Properly marked and in compli-
ance with the requirements of 29 CFR 
1910.133; and 

(b) Maintained in good condition or 
replaced when necessary. 

§ 150.610 Where must eyewash equip-
ment be located? 

Portable or fixed eyewash equipment 
providing emergency relief must be im-
mediately available near any area 
where there is a reasonable probability 
that eye injury may occur. 

HEAD 

§ 150.611 What head protection is re-
quired? 

The deepwater port operator must 
ensure that where there is a reasonable 
probability of injury from falling ob-
jects or contact with electrical conduc-
tors, personnel working or visiting 
such an area wear head protectors de-
signed to protect them against such in-
jury and complying with 29 CFR 
1910.135. 

FEET 

§ 150.612 What footwear is required? 
The deepwater port operator must 

ensure that while personnel are work-
ing in an area, or engaged in activities, 
where there is a reasonable probability 
for foot injury to occur, they wear 
footwear that complies with 29 CFR 
1910.136, except for when environmental 
conditions exist that present a hazard 
greater than that against which the 
footwear is designed to protect. 

NOISE AND HEARING PROTECTION 

§ 150.613 What are the requirements 
for a noise monitoring and hearing 
protection survey? 

(a) The deepwater port operator must 
measure noise and provide hearing pro-
tection in accordance with 29 CFR 
1910.95. 

(b) The initial noise survey for a 
deepwater port must be completed 
within one year of beginning oper-
ations. 

CLOTHING 

§ 150.614 When is protective clothing 
required? 

The deepwater port operator must 
ensure that personnel exposed to flying 
particles, radiant energy, heavy dust, 
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